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Die beschriebenen Produkteigenschaften und Anwendungsbeispiele sind im Schmincke-Labor getestet. Die Angaben basieren auf unseren derzeitigen technischen Erkenntnissen und 

Erfahrungen. Aufgrund der Anwendungsvielfalt bezüglich der Maltechniken, Materialien und Verarbeitungsbedingungen sowie zahlreicher möglicher Einflüsse stellen die Informationen allgemeine 

Anwendungsbereiche dar. Eine rechtlich verbindliche Zusicherung bestimmter Eigenschaften oder der Eignung für einen bestimmten Einsatzzweck kann aus unseren Angaben nicht abgeleitet 

werden; daher ist der Gebrauch der Produkte auf die speziellen Bedingungen des Anwenders abzustimmen und durch Versuche zu überprüfen. Aus diesen Gründen können wir keine 

Gewährleistung für Produkteigenschaften und/oder Haftung für Schäden übernehmen, die in Verbindung mit der Anwendung unserer Produkte entstehen. 

  

50 546 Pouring Medium 

Product name:  

• Medium for pouring applications 
 
Contains:  

• Polyurethane and acrylate dispersion 
 
Basic information:  

• Fluid, high glossy, clear and tack-free drying with good flowing properties. Waterdilutable.  
 
Characteristics for sole use: 

• fluid consistency 

• good flowing properties 

• glossy 

• dries to a clear-transparent, water-resistant surface 

• non-yellowing 

• tack-free surface 

• can be use as lacquer for acrylic works 

• can be poured in layers (each layer should dry thoroughly before further treatment)  

• for nearly all grease-free surfaces (pre-tests recommended) 
 

Characteristics for combined use with acrylic colours: 

• mixable with all Schmincke acrylic colours (PRIMAcryl®, AKADEMIE® Acryl color, College® 
Acrylic, AERO COLOR® 

Professional); for colours from other brands we recommend pre-tests 

• mixing with colours creates a lacquer-like consistency and flow properties 

• minimizes possible cracking when being poured in layers 

• can be poured in several layers (always after drying) to create depth effects  

• increases gloss (depending on amount, colour and range) 

• surfaces / grounds should be slightly absorbent, clean, greaseless and stable (pretesting 
recommended)  
 

Handling: 

• The product is ready to use, can be used pure or mixed with acrylic colours. 

• The mixing with acrylic colours can be done at any ratio, but the medium has to predominate; the 
results depend on the mixing ratio and used acrylic colour series. 

• Please don´t use the product below temperatures under 15 °C object- and room-temperatures. 

• Extra added silicon oil may generate cracking of the surface. 

• Please clean working tools with water after use. 

• Close immediately after use. 

• Store in a cool and dry place. 

• Individual pre-tests are required (see footer). 

• Leftovers should be disposed professionally. 
 
Product labeling: 

• Please refer to the individual safety data sheet on our website www.schmincke.de 
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